
BUILDING 2020

Building 2020 (formerly 401) was built in 1927 as barracks for an artillery batallion
and currently serves as a barracks. The three-story building with four rear wings is
based on standardized Office of Quartermaster General-plaus in a Colonial Revival
style with stone-capped parapeted gable-ends and three rear wings. Three
parapeted pavilions with pedimented stone door surrounds emphasize the mah~
entrances. The concrete post-and-slab structural system supports infiU brick
exterior walls and a wood-framed tile roof with gabled dormers. The central unit is
stuccoed on the upper two floors of the facade. Simple concrete pier porches
extend along the rear and flank the three rear wing courtyards. The building is
identical to Building 2021 and is a stretched version of Bu~dln~ 2007 and 7A308.

The character of the building is established by its overall symmetry, the rhythmic
consistency of the 6/6-11ght windows with transoms, the prominent front entries
including oval windows, and the tile roof. Minor but important details include the
cast ken pipe downspout boots, wrought-Lron and pipe railings, and entryway fan
windows.

The interior was completely remodeled in t974 with new partition walls, drop
ce~llngs, and doors. Only entry foyers and stairs remain as simple reminders of the
original architecture. Most exterior doors, with the exception of main entries, were
replaced with flush fire-rated units and most windows were replaced with vinyl units
during the remodel; both of these changes, and the white-painted concrete steps,
detract from the historic architectural character.
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BUIIJ)ING 2020

CONDITION SURVEY

Downspouts are not connected to sewer or drywetl ~y~tem causing water poatlln~ adjacent to

2. Planting beds adjaeeat to foundation promote pond~ng; need to slope away from building.

3. Grade ha~ raised next to fotmO_nfien; contact with wood window ~11~ occurs at rear of bm’ldin~

4. Tree]shrub plantings adjacent to buiIding~ are seriously overgrown.

S. Ivygrowi~ on w~n~ is potea~ny d~=~ing mortar. "

6. Vegetation growth present on parapet eads and along second floorwater table.

7. ~-i¢.k walk Mew t~imneyS on parapet e~tds are s~ from vegetation and soot runolL

8. Wall expsn~ion joints separating ~rBng subrmits have hardened and cracked.

9. Brick int~llln~ and additions on rear;, both brick and mortar colors do not match original
fabric.

10. Stone entryway chipped ef spailing on north and south (A and D) entries. Also ~ holes
at entryA. GrafaXi scratched inte entry IL

11. Dormer trim work weathered and needs painting; in~pect copper slv~thlng and flashing.

Petty replacement on feundatiea windows poorly inserted.

13. All main windows have been replaced with vinyl-coated units with plastic false mm~tln~ and
blocked-out transom areas. This is not considered recommended practice by Advisory
Council on w~torie Preservatio~ Also, a numlber of false muntias have been broken leaving
w~mdews tltat do not reflect the histo~c ehm-act~ of the building;

14. Alnmln,m screens are structamlly inadequate and poorly inst~P.ed. Plain alnmlnnm also not
~ to historic cha~__er of build~rn~

15. Concrete front steps sp~ni~ at entry A. Rust on raOin~ needs attention.

Poor concrete patches occur on rear porch beams and pier~

17. P~int peel|rig with cracks and efflorescence on rear porch indicates moisture problem.

18. Pipe rall anchors are l~lq|n~ loose on rear porch.

19. Security lighting is mounted on building sm’*~.ees.

20. Antennas are mounted on roof; ff absolutely necessary, they should be consistently located
towards rear of building. Abandoned antennas and motmtlng~ boards are attached to
dormers.
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BUILDING 2020

MAINTENANCE AND REPAIR NOTES

L

.

3~

4~

6.

DOWNSPOUT DRAINAGE
Provide long concrete splash blocks or drywen system.

b. Refer to article on "Gutters and Dowuspo~".

GRADE DRAINAGE
a. Lower p1~ beds.
b. Regrade to siope away from foundation.

RAISED GRADE

a. Lower grade below window etevatiow
b. Remove and either rep~ ~ or replace with exact duplicate.

LANDSCAPING

a. Develop ¢ompre~ historic landscape pl~
b. Remove overgrown shrubbery and replace.

GradtmUy prune other shrubs to smaller forms:

IVY
a.

b.
Remove ivy from bu~Ji~ and kill root system.
Evaluate mortar con,CMon and ropoim if necessary.

MOSS AND VEGETATION GROWTH
ApOy herbicide.

b. Clean residm* with water and non-ferrous bristle brushes.
l~pect mortar }oints; repoint if ~.

d. Clean brick masonry, referring to artk:le on "Brick Masonry W, ll~’.

7. STAINED WM J-~;

a. Clean yolk; refer to article on "Brick Masonry W*IIs’.
b. I~ mortar for somtdness and repoint if ~.

8. EXPANSION JOINTS
a. Re~n historic archltect/muctmal engineer to design joint replacemem.
b. Replace deteriorated }oint material with tzrethane se~l*- r~ if less than 3/4" wide.

9. BRICK INFIIJ.

a. Remove intrusive infill.
b. Replace with replica of orlo~.ai sash if lX~S~le.
c. Replace infirl with ~ tmlt~ that match ori#n*l color and texture.

10. CHIPPED STONE
& Pet*in service~ of ex#ence~l stone masonry repair contractor.

11. WEATHERED DORMER TRIM
S~-ape, sand, and filL

b. Refer to artide on "Paint’.
~ dormer she~tMnZ for weather soundness.

d. Replace deteriorated fla~h;,~ refer to Wla~hi-g~ article.
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FOUNDATION WINDOW PUTTY

a. Chip out bad petty and scrape smface clea~
b. Check for adequate ~7~n~ points.
c. Brn~h wood with ~ oil
d. Refer to article on "Wood W’mdows’.

13. VINYL WINDO¢~
a. Replace with wood ~a~h v~;t~ m_at.h;ng window type. 57.

14. ALUMINUM SCREENS

au Replace w;~ wood frame screens or better metal ~r~ marching ~ color.

16.

17.

18.

9.

20.

SP.~,TJJNG CONCRETE ON STEPS

a. Ocan concrete emd metaL
b. Reanchor ra~ing as needed and patch concrete.
c. Prime and ret~;-t r.n;.g ~h~ rast-;-h,’b;~ ~e.1.
d. Refer to a.~__~ on "Small Concrete Repai~ and "Wro~ht Iroa Raah~’.

CONCRETE PATCHES ON PORCH
a. Remove h~leq~ate patche~
b. Evaluate condition of orig;n~; ~e~
c- Provide new patch; refer to a.-1ffae on "Concrete Stairs ~ad Porches’.

PEELING PAINT/EFFIX)RESCENCE ON PORCH
a. Identify source of water h~fhration.
b. ~’~,,,i.,ate moistere soerce and patch cracks.
c. Scrape or br,-,ch-off loose material and w~h thoroughly.

Prime with latex primer-s~det, and refit,

RAILING ANCHORS

a. Inspect all r.m-g anchors for sotmdaess.
b. Remove loose rm’t;n$¢ and anchor&
c. Repla~ a~m~ pipcrail segm~ts; refer to azticle on "Cast Iron Ra~’.

Grout n~w anchors i~ coa~et¢ and reinstaR or~’nn! tawing,

SURFACE-MOUNT LIGHTING

a. Relocate secerity ti~,t~ to fr¢~*,~.~
b. Patch holes in brick.

ANTENNAS ON BUILDING
a. Relocate ante--*~, to attic or frevstamting area.
b. Sm~ll military commtmicadons ~ntenna~ may be mounted to rear of building.
c. Removv all TV aatvaaas and mounting brackets.


